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The world's advanced NFT intelligent space floating capsule resear
ch and development center, the source manufacturer

TECHNOLOGY COMES
FROM NATURE

Whalepod is a classic British luxury floating cabin. It is inspired by the deep-sea blue whale. It represe
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International quality certification
National Patent Recognition

CERTIFICATE

CERTIFICAT

Street, Moling Street, Jin
Pravince

5 years long warranty
24 hours online customer service to answer questions
48-hour specialist on-site maintenance

Floatpod

floatpod

——Let you relax completely, not just talk, when the
busy body meets floating, everything will become

full of dreams.
Floatpod is equipped with ultrasonic energy-rich

water system, medical-grade flotation facility,
light and intelligent, bid farewell to traditional
hardening operation, and adopts intelligent

control system to bring you a new floating experience.

Product Standards

Protection requirements:
EU Directive 2006/42/EC (Machinery Directive)
EU Directive 2014/30EU (Electromagnetic Compatibility Directive)
EU Directive 2014/35/EU (Low Voltage Directive)

OO0

Design and manufacture:
EN 1S012100:2010 EU General Machinery Standard ©
EN60204-1:2006+1:2009+AC:2010 EU Machinery Electrical Safety Standard ©
EN61000-6-3:2007+A1:2011 EU Electromagnetic Compatibility (EMC)
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New air duct design + variable frequency centrifugal fan
Strong alliance, natural power surging

The newly designed air duct structure and fan blades

Fl'eSh ail' in the Cabin make the air pressure more uniform, so that the fan can

exert more energy, and the diffused air outlet avoids

Naise 70348 physical discomfort caused by direct blowing.

Thermal technology brings strong and comfortable wind.

The powerful air volume of 600m*/h prevents allergens
such as dust and bacteria, and prevents pollutants outside
the cabin from infiltrating into the cabin.
The carbon dioxide was rapidly reduced by 70.3%, and
the concentration was stabilized below 500ppm
PM2.5 reduced by 92.5%
Formaldehyde reduced by 90.9% s
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26dB ultra-quiet

The 360° surround air intake design fully drives the air
flow in the cabin to prevent water vapor from liquefying

on the top of the cabin, and warm from head to toe.

Floatpod Ordinary floating cabin,
Continuous constant temperature, no constant temperature,
warm the whole body Over time, it is easy to catch cold

Floatpod

In-cabin constant temperature

Traditional floating products use a constant temperature

of water circulation, which will destroy the floating

environment in the cabin due to the disturbance of the
water flow and affect the floating experience.
Floatpod adopts 20dB ultra-low mute constant
temperature in the cabin, uses PTC ceramic heati

module, and a three-dimensional circulatio

system to achieve a silent and consta pe
in the cabin /

The heat is uniform, the heat is sta

body is wrapped in warm floating
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B R07 Sign monitoring body moﬁement
Always protect your safety '

Real-time monitoring of the changes in the vital signs
of the experiencer in the floating cabin can not only
ensure their safety in the cabin, but also formulate
corresponding physical training or rehabilitation
physiotherapy plans based on the body data while
floating to help the experiencer better of the body's
self-recovery.

heartbeat
breathe /

heart rate b(eath e
blood pressure

brain waves
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Accelerates lactate metabolism
Relieve muscle fatigue

45000Hz/s
Ultrasound Cell Massage

deep sonic penetration

45000+
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Use 45000Hz high-frequency vibration to separate the air

and water in the liquid to form 5-10um water-vapor mixed

bubbles, which expand and burst under the action of sound
pressure, forming high-frequency microbubble shock wave
s, providing cell-level massage for the body and acceleratin

g lactic acid metabolism. , the rapid link muscle fatigue.
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Excellent 2% hydrogen
concentration

The higher the concentration is, the better. For some
people, the physical condition is not very good.
If they absorb a large concentration of hydrogen,
there is a risk of hypoxia.

Japan's Ota Chengao's research shows that 2%

or 300ml/min is the golden hydrogen supplementation ratio.
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Hydrogen and oxygen supply
DuPont N117 Proton Membrane

Water electrolysis Separation of hydrogen
and oxygen by proton membrane
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Product Size

120cm

® Rated voltage: AC220V-240V

® Rated frequency: 50Hz/60Hz

® QOperating voltage range: AC198V-242V
® Standby power: <10W (all loads off)

® Ambient temperature: +5°C ~ +40°C

220cm &

120cm

Floatpod

® Heating and heat preservation: AC220V/8KW
® Water pump: AC220V/250W

® Water injection pump: AC220V/250W

® Water injection ball valve: DC12V/5W

® Underwater light: DC12V/1W

® Hatch light: DC12V/1W

®\/entilation fan: DC12V/3W

® Ultrasound system: AC220V/250W
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Floot pod

——Medical grade floating cabin

remote control

Technical data and dimensions

¢ Maximum allowable water level: 35cm

¢ Cabin size: 2350*1200*1200

# Host size: 1900*700*1000

® No-load gross weight: 200kg

¢ Gross weight after full load of flotation fluid: 660kg
¢ Total capacity of floating liquid: 460L

® Area: 3.34m

¢ Single square meter building load-bearing: 197.6kg/n
¢ Power: 8000W

@ Power supply voltage/fuse: 220-240V/63A

@ Heating speed: 4min/°C

¢ Pumping time: 15min

® Profile: M-C4040 (GB/T5237)

—Anodizing

& Water tank: polyurethane integral molding

—Nano silver ion coating

# Pipe material: PVC ultrapure water pipeline

— Nano silver ion coating

voice control

Floatpod

Ultrasound

Security Configuration Parameters
* Anti-shock detection: passed IEC60335-1: 2010

o Water flow system: MD anti-corrosion magnetic pump
—Dual-pump redundant system

® Heating system: non-metal heating body
—Hydropower separation

—Dry Burn Protection

—self-limiting material

¢ Filtration Technology: EPA Grade

—Up to municipal drinking water standards
—Floating fluid is recycled 900 times
—UDF (10um activated carbon)

—PPF (5umPP cotton)

—MF (Magnetization Filter)

—CTO (Sintered Carbon)

—PET (membrane filter)

# Sterilization technology

—chemical dosing

—252nm UV

—0Ozone sterilization

—O0zone in cabin

# Working temperature control: £1°C

& Ertiinmant camricen lifa: =90 vaare

technology

Floatpod

Hydrogen

technology




